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BLOCK PAVIOR ACCESS COVER DETAILS

Lifting keyways

Access Cover Frame

Access Cover recessed cover

Joints to be filled with 4 : 1 dry

building sand/cement mix brushed in.

80mm Thick Paving, Marshalls

50mm Compacted Sharp Sand

Mortar bed and haunch to cover frame. Mortar

to be designation (i) to S.H.W. series 2400

215x105x63mm Engineering Brick. Brickwork to S.H.W.

Series 2400, 4 courses maximum, 2 courses minimum

1. All dimensions are in Millimeters
2. Carriageway Construction may vary

depending on the  existing construction
and/or CBR values.

3. Base course construction varies
according to traffic volumes

NOTES

160 TOOLEY STREET LONDON SE1P 5LX

REV DATE REVISION DESCRIPTION / DETAILS

DRN

BY

CHKD

BY

APRVD

BY

PROJECT:

TITLE:

STATUS:

SCALE:

DRAWING NO:

DATE DRAWN:

DRAWN

DESIGNED

CHECKED

APPROVED

DATE ISSUED:

REV:

ISO FULL BLEED A3 420 X 297 MM

PRINTED ON ___% POST-CONSUMER RECYCLED CONTENT PAPER

-

21 Feb 2019AUGUST 2017

LBS/700/07

1:20 [A3]

DRAFT

PAVEMENT CONSTRUCTION -
RECESSED COVER DETAIL

SOUTHWARK STREETSCAPE
DESIGN MANUAL

STANDARD DETAILS
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