
TIMBER EDGING RESTRAINTS (See note 4)

Board Dimensions

Planned Dimensions*
Consisting of...

X Y

33

95 Single Board (A)

145 Single Board (B)

195 Single Board (C)

240 145(B) + 95(A)

290 145(B) + 145(B)

290 195(C) + 95(A)

340 195(C) + 145(B)

390 195(C) + 195(C)

If the total required depth (Y) is
greater then that of a single
board, then multiple boards
should be used, whilst keeping
the total number of joints used to
a minimum. See table below-right
for dimensions

* Accoya® timber boards are advertised by
rough sawn thickness/width dimenions that are
approximately 5mm greater than the planed
dimensions required above. The 5mm
difference will be lost during planing.

Y
≥ 2

50

Do not insert
screws from stake
side

Countersunk screws as
note 6, with head of screw
on the external board face

≤500

X

Number of stakes indicative only. Select
to suit required board length and stake
spacing. Stakes may be fixed/adjusted on
site to suit required layout

Boards - see table
below for dimensions

≥ 500

30
-70

4545
Supporting stakes to be cut from
45mm (planed) supporting boards,
cut into 45mm sections to achieve
a 45x45mm (planed) profile

Where 2 or more rows of boards are
used then all boards shall be the same
length

30

≤175

Distance between end of board and
nearest stake (applicable at both ends
and to any mid-run joint). All boards to
be secured to at least 2 stakes

25 below top of
stake

0.2D

D

M8 countersunk
screws (see note 6)

Support board fixing
guidelines
Scale 1:5

Board

Support stake
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SOUTHWARK STREETSCAPE
DESIGN MANUAL

STANDARD DETAILS
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1. All dimensions are in millimeters unless
otherwise stated.

2. Do not scale from this drawing. Use only
written dimensions.

3. All references to Clauses are to Southwark
Highway Specification Clauses unless
otherwise stated.

4. All timber to be acetylated wood (Accoya®)
or similar, any grade. No paint or other
surface finish to be applied. Provide
manufacturer's warranty and invoice and FSC
chain of custody certificate to the Overseeing
Organisation a minimum of 2 working days
before installation and retain copies on site
during the works for inspection by their
representative if requested.

5. All timber joints must be butt joints.
6. Any timber fixings to be stainless steel, 70mm

M8 countersunk wood screws with pilot holes
used.
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